
040-HSP 

TCM Relocation Instructions 

 

1. Begin by removing the (4) 10mm bolts securing the fan shroud and plastic TCM cover from the 

upper radiator support. Unplug the two big connectors from the TCM. Now you can slide the 

TCM out and set it aside. 

2. Next remove the plastic pins holding the upper fan shroud to the lower fan shroud. Also remove 

the high pressure A/C line form the plastic clip. 

3. Remove the upper fan shroud from the truck. 

4. You must remove the plastic cover from the TCM. With the cover removed set the TCM on the 

fan shroud as low as possible.  

 

5. Using a ¼” drill bit, drill holes in the upper fan shroud in the three rubber grommet locations.  

6. With the holes drilled flip the shroud over. It may be necessary to trim the plastic rib so the 

hardware sits flush on the shroud. 

 



7. Install the hardware so the nuts are facing outward. Don’t forget to install the fender washers 

on the head of the bolt and also under the nut to prevent damage to the fan shroud and tighten 

to 8ftlbs. 

 

8. Reinstall the upper fan shroud on the truck. Be sure to reinstall the plastic push pins into the 

upper fan shroud securing it to the lower shroud. Reinstall the (4) bolts holding the upper 

shroud to the radiator support. Don’t forget to clip the high pressure A/C line into the plastic 

holding clip. 

 

 

 

 


